
TM 43-0001-28

CARTRIDGE, 120 MILLIMETER: HE, M934 WITH FUZE, MULTI-OPTION: M734
e

PROPELLING GHARGE,  M230

FUZE,  MO, M734 BODY LOADING ASSEMBLY
CARTRIDGE,

ADAPTER 08TURATllW  RIM3 FIN, id31
\

IGNITION, M981
I I

I BOOSTER 1
FELT DIGS

I
HE

Type Classification:

TC - Std (May 92).

Use:

This cartridge is a high explosive round
developed for use in the Ml20 and Ml21
120mm mortar system. It is intended for use
against personnel and materiel targets, provid-
ing for fragmentation and blast effects.

Description=

The complete round consists of a fuze, pro-
pellant char@, fin assembly, ignition cartriage,
and shell body
wrought carbon

The shell body, made of
steel, is loaded with

Composition B filler. The ignition cartridge has
a percussion primer and Ts assembled Fo the
end of the fin assembly The propellant charge
is contained in four horseshoe-shaped felt fiber
containers and assembled around the fin assem-
bly shaft.

Functioning:

When the cartridge is dropped down the
mortar tube, the firing pin at the bottom of the
tube initiates the percussion primer and charge
in the ignition cartridge. The charge in the igni-
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tion cartridge flashes through the holes in the
shaft of the fin assembly and ignites the propei-
ling charge. The gases from the burning propel-
lant expand and propel the cartridge out of the
mortar tube. The fuze functions on (proximity,
near surface, on im act, or delay, depending on
the fuze setting) anxdetonates the projectile.

Tabulated Data:

Assembly drawing number ---
Projectile:

Body material  wwwwwwwwwwwwwwwwwwwww

Components:
Ignition  c&ridge wwwwwwwwwwwwwwww
Propellant charge ----------------

HE
31.2 lb
27.99 in.
(710.95 mm)
12577501

Wrought car-
bon steel
Olive drab
w/yellow
markings
Comp B, 6.59
lb (2.99 kg)

M981
M230
M31
Multi-option,
M734

4-105



TM 43-0001-28

Temperature Limits:

- Firing: -)
Lower limit wwwwwww-wwwwwwwwwwwwwwww - 50°F

(-45.6OC)
Upper limit wwwwwwwwwwwwwwwwwwwwwwww  + 145OF

(+62.8”C)
Storage:. Lower  limit wwwwwwwwwwwwwwwwwwwwwwww - 6()OF

(-51.1°C)
Upper limit  wwDwwwwwDwwwDwwwwDwwDDDw + 16()OF

* (+71.1”(z)

*Packing wwwwwwwwww-wwwwwwwwwwwwwwwwwww 1 round per
fiber con-
tainer w/2
fiber contain-
ers per metal
container

Fiber container:
Drawing number -------------- 12577551

Metal container:
Drawing number -------------- 12577570

*NOTE: See DOD Consolidated Ammunition
Catalog for complete packing data including
NSN’s.

Shipping and Storage Data:

UN0 serial number ---------------- 0005
Quantity-distance class ----------- 1.1
Storage compatibility group ----- F
DOT shipping class  DDDwDwwwwD-w-wDw  A
DOT d~~ignati~~wwwwwwwwwwwwwwwwwwww  MMUNI.

TION FOR
CANNON
WITH
EXPLOSIVE
PROJECTILE

DODAC wwwwwwwwwwwwww1wwwwwwwwwwwwwwwww 13150c379
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